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ME-12V
Full HD Mega-pixel Eye-ball camera

Unit : mm

FEATURES

DIMENSIONS

SPECIFICATIONS

• 2.2M 1080p Full HD with Panasonic CMOS
• HD-SDI
• Composite Video output (750TV Lines)
• BT1120 format digital output
• Supports WDR & ACE(Advanced Contrast Enhancement)
• Support DNR
• Support Privacy Mask & Intelligent Motion Detection
• Multi-protocol support through RS-485
• Wider range of SMART IR function
• Built-in 2.8~10mm Mega Pixel Lens
• CDS Auto switching IR LED control
• OSD control with Wireless Remocon
• Externally Adjustable focal length and focus
• IP66 Waterproof
• AC24V/DC12V Dual voltage

① Focal Length Adjustment Lever 
· Adjusting by lever, focal length can I be changeable.
② Zoom Adjustment Lever
 · Tele : To zoom in, turn the Zoom Adjustment  lever clockwise. 
 · Wide : To zoom out, turn the Zoom  Adjustment  lever counter 
               clockwise.  

③ Functions  

MODEL ME-12V

Image Sensor

Total Pixels

Active pixels

Scanning system

Resolution

Min. illumination

Video Output

S/N Ratio

BRIGHTNESS

LENS

SHUTTER SPEED

DSS

AGC

WDR/BLC

DAY&NIGHT

SMART IR

WHITE BALANCE

SHARPNESS

MIRROR

FREEZE

E.ZOOM

HLC

ACE

DNR

D.COMPRESS

PRIVACY

MOTION

SHADING DET 

SHADING 

DEFECT DET

DEFOG 

SYSTEM 

HD FORMAT 

PG(Pattern Generator) 

CVBS 

COMMUNICATION 

 

 

DEFAULT 

Language 

OSD Text 

Power Source   

Video Output(HD-SDI) 

Operating Temperature 

Storage Temperature

1/3" Panasonic CMOS

2010(H) x 1108(V) = 2,227,080 (pixel)

1944(H) x 1092(V) = 2,122,848 (pixel)

Progressive

Digital ; 1920x1080p(1080p/30fps) , 1280x720p(720p/60fps)

Analog : 700TVL

Color : 1.0 lux , BW : 0.5lux, Color DSS : 0.002 lux , BW DSS : 0.001 lux

HD-SDI, Analog : NTSC, PAL(without WDR)

more than 50dB (AGC off)

0 ~ 20 steps

DC / Manual

Auto / Manual ( 1/30(1/25) ~ 1/60000 )

Off / x2 / x3 / x4

Off / On

Off / WDR / BLC

Auto / Day / Night / Ext

Off / On

Auto / Preset / Manual / Indoor / Outdoor

0 ~ 10 steps

Off  / H / V / H&V

Off / On

E.ZOOM

Off / On

Off / On

Off / Low / Middle / High / Auto

OFF / ON

Off / On (32 points)

Off / On (4 points)

Off / On

Off / On

Off / On

Off / On

NTSC / PAL

1080P / 720P

Off / On

Off / On

ID (1 ~ 255)

BAUDRATE ( 2400 / 4800 / 9600 / 19200 / 38400 / 57600/115200 )

PROTOCOL (PELCO-P / PELCO-D / UPDATE)

ON / DONE

English

0 ~ 9 , A ~ Z , a ~ z

12V DC±10%

BNC Connector

-10℃ ~ +50℃ (Humidity : 0%RH ~ 80%RH)

-20℃ ~ +60℃ (Humidity : 0%RH ~ 90%RH) 


